
GENERAL NOTES
DRAWINGS ARE THE PROPERTY OF
HEARTWOOD LOG & TIMBER DESIGN INC. AND
THE ORIGINAL LINCOLN LOG HOMES LTD.  ANY
UNAUTHORIZED USE IS STRICTLY PROHIBITED.

CONTRACTORS ARE RESPONSIBLE FOR
CHECKING AND VERIFYING ALL DIMENSIONS.
REPORT ALL INCONSISTENCIES TO
HEARTWOOD LOG & TIMBER DESIGN INC. AND
THE ORIGINAL LINCOLN LOG HOMES LTD.
DO NOT SCALE FROM DRAWINGS.

CONFIRM ALL DETAILS NOT SHOWN WITH
HEARTWOOD LOG & TIMBER DESIGN INC. AND
THE ORIGINAL LINCOLN LOG HOMES LTD.
NON-APPROVED DETAILS MAY BE REQUIRED
TO BE CHANGED.

ANY SUBSTITUTION OF MATERIALS MUST BE
APPROVED BY HEARTWOOD LOG & TIMBER
DESIGN INC. AND THE ORIGINAL LINCOLN LOG
HOMES LTD.
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DRAWN BY:

PLOT SIZE:

APPROVED:

PROJECT:

D

MTA

SCALE: AS SHOWN

ELEVATION A7.2

MB

CLEVELAND RESIDENCE
MAMMOTH LAKES, CA

APR. 1, 2005 - FOR ESTIMATE

JUN. 3, 2005 - FOR ENGINEERINGS

JUN. 16, 2005 - FOR REVIEW

B E A U D E T T E   C O N S U LT I N G
E N G I N E E R S, I N C.
1 3 1  W E S T  M A I N
MISSOULA, MT. 59802
TEL: (406) 721-7315
FAX: (406) 542-8955
w w w . b c e w e b . c o m

AUG. 03, 2005 - FOR PERMIT

AUG. 15, 2005 - FOR CROOKED
PINES REVIEW

AUG. 24, 2005 - FOR PLAN
CORRECTIONS

AUG. 22, 2005 - FOR GRADING
AUTHORIZATION APPLICATION

HEARTWOOD LOG & TIMBER DESIGN INC.
199 WOOLWICH STREET
GUELPH, ONTARIO, CANADA N1H 3V4
TEL: 519-829-1758
FAX: 519-829-3672
EMAIL: MAIL@DESIGNMA.COM

AUG. 26, 2005 - FOR CLIENT
REVIEW

AUG. 30, 2005 - FOR CROOKED
PINES REVIEW

SEP. 08, 2005 - FOR PLAN CHECK
RESPONSE

DATE:  JUL. 21, 2005

JUL. 21, 2005 - FOR PERMIT

1/4" =  1'-0"A7.2
1 North Elevation
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FTG STEP
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FTG STEP

TAPERED STONE COLUMN ON
CONC. CONC. FTG. (TYP.)

NON STRUCTURAL
LOG COLUMN CLADDING
(TYP. EXT. CORNERS)

Main Floor

T.O. 3/4" PLYWOOD

Basement

T.O. 4" CONC. SLAB

Upper Floor
T.O. 3/4" PLYWOOD

BOARD & BATTEN (TYP.)

ASPHALT SHINGLE (TYP.)

2" CEDAR FASCIA (TYP.)

SIDEWALL SHINGLE (TYP.)

2" CEDAR FASCIA (TYP.)

ASPHALT SHINGLE (TYP.)

12"x6" TIMBER BEAM

12

LINE OF APPROX.
FINISHED GRADE

16"Ø LOG POST (TYP.)

2" CEDAR FASCIA (TYP.)

SIDEWALL SHINGLE (TYP.)

2" CEDAR FASCIA (TYP.)

ASPHALT SHINGLE (TYP.)
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BOARD & BATTEN (TYP.)

CULTURED STONE FACING
(TYP.)

5

24"Ø LOG RIDGE (TYP.)

16"Ø LOG BEAM(TYP.)

DEC. LOG TRUSS (TYP.)

3" STONE CAP (TYP.)

NON STRUCTURAL
LOG COLUMN CLADDING

(TYP. EXT. CORNERS)

BOARD & BATTEN (TYP.)

NON STRUCTURAL
LOG COLUMN CLADDING

(TYP. EXT. CORNERS)

SIDEWALL SHINGLE (TYP.)

SLOPE 2% MIN.

SLOPE 2% MIN.

ASPHALT SHINGLE (TYP.)

C D EA KIG

Building Height
8055.29 ft

CONT. RIDGE VENT (TYP.)

Garage Floor

16"Ø DEC. LOG BEAM (TYP.)

T.O. 4" CONC. SLAB

8"x 8" TIMBER KNEE BRACES (TYP.)
NON STRUCTURAL
LOG COLUMN CLADDING
(TYP. EXT. CORNERS)

3" STONE CAP (TYP.)
TAPERED STONE COLUMN ON
CONC. CONC. FTG. (TYP.)

LINE OF
EXISTING GRADE
APPROX. 13.4%

6"x12" DECK BEAMS (TYP.)

16"Ø LOG POSTS (TYP.)

CRAWL SPACE VENTILATION
OPENING MIN 1.1 sq.ft.

VENT ABOVE ROOF FOR
FURNACE AND HWT

16"Ø LOG RIDGE (TYP.)

GAS METER
7'-0" ABOVE GRADE
TO TOP OF METER

CULTERED STONE FACING
CHIMNEY TO 2'-0" ABOVE RIDGE

WITH SPARK ARRESTOR

LOG RAILING TO 3'-6" A.F.D.(TYP.)
W/ BALUSTERS @ 4" O.C.

LINE OF CONC. STRIP FTG.

LINE OF CONC. FDN.
CULTERED STONE FACING (TYP.)

COMBUSTION AIR OPENINGS
MIN 100 sq.in. EACH


