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BUILDING SECTION A8

MB

CLEVELAND RESIDENCE
MAMMOTH LAKES, CA

APR. 1, 2005 - FOR ESTIMATE

JUN. 3, 2005 - FOR ENGINEERINGS

JUN. 16, 2005 - FOR REVIEW

B E A U D E T T E   C O N S U LT I N G
E N G I N E E R S, I N C.
1 3 1  W E S T  M A I N
MISSOULA, MT. 59802
TEL: (406) 721-7315
FAX: (406) 542-8955
w w w . b c e w e b . c o m

AUG. 03, 2005 - FOR PERMIT

AUG. 15, 2005 - FOR CROOKED
PINES REVIEW

AUG. 24, 2005 - FOR PLAN
CORRECTIONS

AUG. 22, 2005 - FOR GRADING
AUTHORIZATION APPLICATION

HEARTWOOD LOG & TIMBER DESIGN INC.
199 WOOLWICH STREET
GUELPH, ONTARIO, CANADA N1H 3V4
TEL: 519-829-1758
FAX: 519-829-3672
EMAIL: MAIL@DESIGNMA.COM

AUG. 26, 2005 - FOR CLIENT
REVIEW

AUG. 30, 2005 - FOR CROOKED
PINES REVIEW

SEP. 08, 2005 - FOR PLAN CHECK
RESPONSE

DATE:  JUL. 21, 2005

JUL. 21, 2005 - FOR PERMIT
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2" CEDAR FASCIA BOARD (TYP.)

SLOPE 2% MIN.

LINE OF APPROX.
FINISHED GRADE

OUTBOARD DECORATIVE
LOG TRUSS

Upper Floor
T.O. 3/4" PLYWOOD

Main Floor

T.O. 3/4" PLYWOOD

Basement

T.O. 4" CONC. SLAB

4" CONC. SLAB
6MIL POLY A/V BARRIER
2" X.E.P.S. INSULATION

6" COMPACT. GRANULAR FILL

BREAKFAST
NOOK

LINE OF
EXISTING GRADE

LIVING
ROOM

3 1/2"x11 7/8" LVL

2"x12" OUTLOOKERS
@ 24" O.C.

TAPERED STONE VENEER
ON CONC. COLUMN ON
CONC. FTG. (TYP.)

LOFT

3" STONE CAP (TYP.)

MAINTAIN MINIMUM 1" UNOBSTRUCTED AIRSPACE
BETWEEN INSULATION AND U/S STRAPPING

SLOPE 2% MIN.

3 - 2"x12"
STRINGERS

A9

3" STONE CAP (TYP.)

8"x 8" TIMBER KNEE BRACES
(TYP.)

12
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512
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KITCHEN

3 - 2"x8" HEADER (TYP.)

3 1/2"x11 7/8" LVL

CONT. RIDGE VENT (TYP.)

3 - 2"x12" STRINGERS

3/4" PLATE (TYP.)

FINISHED & VENTED
PINE T&G SOFFIT

3 - 2"x8" WOOD HEADER (TYP.)

5'-6"SQx12" DP PAD
W/ 6 - #5 EW BOTTOM

2'-6"SQx10" DP PAD
W/ 3 - #4 EW BOTTOM

1'-6"x10" CONT. FTG
W/ 2 - #4 EW BOTTOM
FOOTINGS TO BEAR
ON UNDISTURBED SOIL
FREE OF ORGANIC MATTER

1'-4"x10" CONT. FTG
W/ 2 - #4 EW BOTTOM

4" PERIMETER DRAIN
FILTER FABRIC WRAPPED

IN BED OF 3/4" CLEAR STONE

16"Ø LOG POST (TYP.)

16"Ø LOG POST

16"Ø LOG POST (TYP.)

24"Ø LOG
RIDGE CONT.

12"Ø DEC. LOG
BEAM (TYP.)

F AJK I H

16"Ø LOG KING POST

18"Ø LOG RIDGE

16"Ø LOG BEAM

3/4" PLYWOOD ON
11 7/8" TJI 230 @ 16" O.C.

STRAPPING OR BRIDGING
MIN. 7'-0" O.C.

3/4" T&G PLYWOOD ON
11 7/8" TJI 230 @ 16" O.C.

STRAPPING OR BRIDGING
MIN. 7'-0" O.C.

2" PAVERS ON MORTAR ON
CONCRETE DECK

GL 5 1/8"x19 1/2"

ASPHALT SHINGLE (TYP)
2x STRAPPING @ 16" O.C.

1 3/4"x11 7/8" LVL @ 24" O.C.

FAMILY
ROOM

LAUNDRY
ROOM

A9

A9

A9

2"x EPS. INSULATION TO 36"
BELOW EXISTING GRADE

3 - 2"x8" WOOD HEADER (TYP.)

18"Ø LOG BEAM (TYP.)

18"Ø LOG BEAM (TYP.)

FREE DRAINING BACKFILL
WATERPROOF DRAINAGE MAT
8" POURED CONC. FDN. WALL

ON 8"x24" CONCRETE FOOTING
2"x4" WALL W/ R15 F/G INSUL.

PREMANUF. MONO-TRUSSES @
24" O.C. W/ BOTTOM ELEVATION
AT -2'-2 1/4"

FINISHED & VENTED SOFFIT

ASPHALT SHINGLE ON
UNDERLAYMENT (TYP)

ON 3/4" PLYWOOD SHEATHING
2"x4" STRAPPING @ 16" O.C.
2"x12"  RAFTERS @ 16" O.C.

R-38c High Density
PINK F/G INSULATION

V.B., CEILING FINISH

ASPHALT SHINGLE ON
UNDERLAYMENT (TYP)
ON 3/4" PLYWOOD SHEATHING
2"x4" STRAPPING @ 16" O.C.
1 3/4"x11 1/4" LVL @ 24" O.C.
R-38c High Density
PINK F/G INSULATION
V.B., T&G CEILING FINISH

ASPHALT SHINGLE ON
UNDERLAYMENT (TYP)
ON 3/4" PLYWOOD SHEATHING
2"x4" STRAPPING @ 16" O.C.
2"x12" RAFTERS @ 24" O.C.
R-38c High Density
PINK F/G INSULATION
V.B., T&G CEILING FINISH

LOG RAILING TO 3'-6" A.F.F. (TYP.)
W/ BALUSTERS @ 4" O.C.

LOG RAILING TO
3'-6" A.F.F. (TYP.)
W/ BALUSTERS
@ 4" O.C.

HANDGRIP NOT LESS 1 1/2" OR MORE THAN 2"
IN CROSS-SECTIONAL DIMENSION
CONT. HANDGRIP ON CONC. WALL TO 3'-1" ABOVE
THE NOSING OF TREADS (RQRD 2'-10" TO 3'-2")

HANDGRIP NOT LESS 1 1/2" OR MORE THAN 2"
IN CROSS-SECTIONAL DIMENSION
CONT. HANDGRIP ON LOG RAILING TO 3'-1" ABOVE
THE NOSING OF TREADS (RQRD 2'-10" TO 3'-2")

CEDAR SIDING ON
BUILDING WRAP,

1/2" SHEATHING ON
2"x6"  @ 16" O.C. U.N.O.

R21 F/G INSULATION,
VAPOUR BARRIER

INTERIOR FINISH: GYPSUM BOARD

FINISHED & VENTED
PINE T&G SOFFIT

CULTURED STONE ON
BUILDING WRAP,
1/2" SHEATHING ON
2"x6"  @ 16" O.C. U.N.O.
R21 F/G INSULATION,
VAPOUR BARRIER
INTERIOR FINISH: GYPSUM BOARD

LOG RAILING TO
3'-6" A.F.F. (TYP.)
W/ BALUSTERS
@ 4" O.C.

2" PAVERS ON 3/4" MORTAR
ON 3/4" PLYWOOD
ON 2"x10" JOISTS @16 O.C.


